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Claim Amendments 

CLAIMS 

What I claim as my invention is: 

1. (Amended) A condom of tho typo comprioing a th i ck wa l lod, un i vorcal, un i cox, cafoty dovico 
fer 

prot e cting aga i nct communicablo dicoasos trancmittod by tho oxchango of bod i ly 

— f l uids and for provont i ng unwanted prognancy. 

A condom comprising a thick-wall ed, universal, unisex, safety device for protecting against 
communicable diseases transmitted by the exchange of bodily fluids and for preventing unwanted 
pregnancy, comprising: a closed dist al end, an open, proximal end, and a cylindrical wall section 
where the condom is generally an elastic, thick-walled, shape-retaining, tubular sheath of 
longitudinal axis with an inside and an outside surface, comprising a semi-rigid, soft, pliant. 
stretchable wall material defining an open proximal end and a closed distal end, having a 
generally phallic shape, wherein the shape-retaining, tubular sheath is adapted to receive a male 
sex organ via the open, proximal end, and additionally being adapted to be inserted into 
a sexual orifice of a passive partne r such as a vagina and an anus, and wherein, where 
the condom is constructed from an elastomeric material comprising a super stretchable. non- 
burstable, semi-rigid material sele c ted from a group consisting of polymers. USP class six 
thermoplastic elastomers (TPB. silicone rubber, latex or other semi-rigid, soft, pliant, stretchable. 
biocompatible material or combinat ions and derivatives thereof, whereby said shape-retaining. 
tubular sheath is adapted to provide sof t, natural tactile sensation, and, wherein said elastomeric 
material surrounds the penis completel y enclosed, said shape-retaining tubular sheath having 
a sufficiently large diameter, whe rein movement of the penis is made possible within the 
condom during coitus, whereby fluid communication is prevented between the interior and the 
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exterior thereof, and, where, the con dom does not have to be rolled out over the male sex org an 
to function. 

2. (Amended) The condom of claim 1. wh ere the cylindrical wall section of the shape-retaining 
condom is thick enough to allow a p assive sexual partner to insert the condom into a vagina or 
anus without assistance from an acti ve sexual partner T hn rn n Hnm & 1 w h or oin; 

{a) sa i d condom i ncludoc an ola c t i c dovico dofining a th i ck tubu l ar shoath of l ongi 

tud i na l axic of tho typo compric i ng a comi r i gid, coft, pl i ant, ctrotchab l o wa l l mator i al dof i n i ng an 

open prox i ma l ond and a c l ocod d i stal ond, hav i ng a gonora ll y pha ll ic chapo, 

whoroby ca i d shoath boing adaptod to rocoivo a ma l o cot organ v i a tho opon proximal 

— end, and add i t i onal l y boing adaptod to bo i nsortod into a soxua l orif i ce of a 

— pass i vo partner such as a vag i na and an anus, and whoro i n 

fc) said condom of tho typo compr i cing an olaotomor i o mator i al of tho typo compr i cing a 

supor ctrotchablo, non burctablo. com i- rig i ri material selected tm^ a gro u p concicting of 
polym o rc, USP class c i x thormopla c tic o l actomorc (TPE), sil i cono rubbor, latex or othor c omi 
rig i d, soft, p l iant, c trotchab l o. biocbmpnt i h l n mntnr i .n i nr rnmh i nnti^ n r- nrKi dnrivatr o c th c r o of, 
whoroby caid shoath i c adaptod to prov i do coft, natura l tacti l o concation, and 

W sa i d condom, whoroin nn i ri n l nntnmnr i r mntnrH i swfowds tho ponic comp lo t ol y 

enclosod, ca i d tubular c hoath hav i ng a suff i ciently largo diamotor, whoro i n movomont of tho 
pen i s is made pocs i ble w i thin th e condom dur i ng ooituc, 
whoroby fluid commun i cation i c provnntnd hntmnnn thn i ntnrinr ^ thr 0 ^ orior thoroof. 

3. (Amended) The condom of claim 2. ad ditionally comprising a collar extending outwardly as a 
contiguous shield circumferentiallv forme d around the longitudinal axis of the tubular sheath nf 
the condom, where the collar comprises a tane red neck at the open, proximal end and an internal 
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diameter adapted to receive the male sexual organ and, where the collar comprises a barricade 
to cover the vulva or anus during coitus, such that the condom is prevented from being forced into 
said orifice of a passive sexual participant during sexual intercourse, and where the collar 
provides for female clitoral stimulation. Th e condom of cla i m 1. whero i n a co l lar outwardly 
e xt e nd i ng as a cont i guous, cuff - 

— s hap e d sh iel d c i rcumf e r e ntia l ly formod around th e l ong i tudina l ax is of th e tubu l ar 
— sh e ath of th e typ e compr i s i ng a taporod neck at tho op e n ond and an interna l di 
— amotor adapted to roc e ivo tho mal e soxua l organ and, said co l lar of tho typ e compr i- 
— sing a barricad e to cov e r th e vu l va or anu s during co i tus, 

wh e r e by th e condom is pr e v e nted from being forcod i nto said orif i c e of a passive soxual 
— s e xua l part i cipant during s e xua l intercourse, tho col l ar part i ally provid i ng for 
— f e ma l e st i mulation. 

4. (Amended) The condom of Claim 3, where the collar does not contain any rings or other 
metal or hard plastic devices to keep the collar at the surface of the entrance to a vagina or anus. 
Th e condom of c l a i m 1, whorein sa i d condom is of the typo compr i sing a gonoral l y 

tubu l ar body, having a f i rst moans for rotaining and s e cur i ng to an act i vo mal e woaror dur i ng 
i ntercours o , a s ocond m o ans for rota i ning and c o curing within the or i fic o of a pa s s i v e woar o r 
during intercourso, th e condom character i zed in that tho tubular body is comprising: 

5. (Amended) The condom of Claim 3, where the collar at the open proximal end is larger than 
the diameter of the cylindrical wall section of the condom, such that the collar is retained outside 
the vagi na or anus during sexual intercourse, and where the tubular sheath portion is of a size to 
form a l oose fit around the penis, wherein the wall of the tubular portion is formed with said 
flexible, semi-rigid material, and whereby the wall facilitates insertion into the sexual orifice of the 
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passive user. Tho condom of c l aim 4 wh e re i n sa i d f i rst moans for reta i n i ng nnH Rft nur i ng thn 
condom 

to th e p e n i s of an act i v e ma le w e ar e r dur i ng intercourso of the typo whero i n a semi - circu l ar, 
f le x i b le , el a s tic, rad i al l y e xt e nd i ng retain i ng strap is c i rcumf e r e nt i al l y and cont i guous l y formod 
adjac e nt to and i n commun i cat i on w i th tho out e r e dg e of sa i d col l ar at tho proximal opon ond, 
sa i d r e ta i n i ng strap adapt e d to b e strotch e d away from tho col l ar to bo arrangod around th e 
scrotum and t e st i c le s of said act i ve ma le w e ar e r and reta i n e d thoro snuggly, 
wh e r e by prov i d i ng a s e curing m e chan i sm i n communicat i on with th e tubular shoath for s o- 
— cur i ng th e d e v i ce to said act i vo ma l e woaror, and 

(a) sa i d r e taining strap of the typo compris i ng a s tr e tchab le materia l coup l od to and 

p e rforat e d i n the co ll ar at th e prox i ma l e nd th e r e of, and, said mator i a l b o ing so l oct ted 

from tho group cons i st i ng of po l ym e rs, th e rmop l ast i c e l astom e rs, silicono rubb o r latex or 

comparab l e comb i nat i ons and derivativos ther e of. 

6. (Amended) The condom of claim 1, where the condom comprises a generally tubular shape- 
retaining body, and has a first means for retaining and securing to an active male wearer during 
intercourse, and a second means for retaining and securing within the orifice of a passive wearer 
during intercourse. Th e condom of claim 4. whoro i n said s e cond m nn nr , nf th o typo rnmpric i ng n 
graduat - 

— e d d i amotor whoroby th e tubu l ar shoath i s tapor o d and contoured to moro r e adi l y bo 
— r e ta i ned w i th musc le contract i on by a pass i ve us e r within a soxual orific o . 

7. (Amended) The condom of Claim 6, where the second means for retaining and securing 
within the orifice of a passive wearer during intercourse is a collar, where the collar extends 
outwardly as a contiguous, shield circumferentially formed around the longitudinal axis of 
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the shape-retaining, tubular sheath of the condom. Th e condom of c l aim 4. whor ei n said f i rnt 
m e ans for rota i ning s har os a common odgo 

— adjac e nt to and in commun i cation with sa i d collar, wh e r e in said strap b ei ng form e d 
— w i th sa i d co ll ar s o a s to prov i d e a sing l e pi o c e condom comprising: 

— (a) th e r e taining strap form e d of a common str e tchabl e mater i al with sa i d col l ar, and 

— el ongat e d i n th e dir e ct i on of an activo ma le wearor's scrotum, 

wh e r e by said strap is tight l y e nclo s ing said scrotum of tho activo ma l o woaror, and 

(b) wh e r ei n said strap is str e tch e d around th e tostic l os of tho activo ma l o w e ar e r fo l- 

l ow i ng e r e ction of th e p e n is thus inhibit i ng blood f l ow away from th e ponis, 

wher e by said e r e ct i on i s substant i ally mainta i nod for an oxtondod p e r i od of timo. 

8. (Amended) The condom of claim 6 where the first means for retaining and securing the 
condom to the penis of an active male wearer during intercourse is a semi-circular, flexible, 
elastic, radially extending retaining strap which is circumferentiallv and contiguously formed 
adjacent to and in communication with the outer edge of the collar at the proximal, open end, 
said retaining strap adapted to be stretched away from the collar to be arranged around the 
scrotum and testicles of the active male wearer and retained there snuoolv, thereby providing a 
securing mechanism in communication with the shape-retaining, tubular sheath for securing the 
device to the active male wearer, and, where the retaining strap comprises a stretchable material 
coupled to the collar at the proximal end thereof, and, where the material is selected from the 
group consisting of biocompatible polymers, thermoplastic elastomers, silicone rubber latex or 
comparable combinations and derivatives thereof. Th e condom of cla i m 2. wh e ro i n a r e sorvnir nr 
reservo i rs are d i sposod in a substant i al l y 

— substant i a ll y c l o co d compartm e nt or compartm e nts i ns i d e tho clos e d d i sta l end of tho 
— condom, wheroin sa i d r e s e rvoir or r e s e rvoir s optional l y i nclud o a foam, or oth o rw i so 
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— spong e-l ike, d i sk i ns e rt, 

wh e r e by s aid i ns e rt wi ll absorb tran s m is s i on of bod il y f l u i ds prop elle d i n a distal d i r e ct i on 
— and pr e v e nt backf l ow and s pi ll ag e th e r e of. 

9. (Amended) The condom of claim 6, where the second means for retaining and securing 
comprises a shape-retaining , tubular shaft with a graduated diameter whereby the shape- 
retaining, tubular sheath is tapered and contoured to more readily be retained with muscle 
contraction by a passive user within a sexual orifice. Th e condom of. cla i m 7, wh e r e in; 

(a) sa i d th i ck - wai le d, tubu l ar sh e ath, s a i d op e n prox i ma l e nd, said c l os e d d i sta l e nd, sa i d 

col l ar, sa i d e last i c somi - c i rcu l ar r e taining strap, sa i d r e s e rvoir or r e s e rvo i r s at th e c l os e d d i sta l 
e nd, and the condom hav i ng a pr e d e t e rm i n e d le ngth and siz e , compr i sing; 

(b) a f i rst portion compr isi ng a major part of s aid l e ngth of th e condom, and sa i d f i rst 

portion compr i s i ng a graduat e d diameter wh e r ei n th e tubular sh e ath i s tap e r e d and 

and contour e d to mor e r e adi l y b e r e tain e d by a pass i v e u se r within a se xual orif i c e , 

and 

(o) a s e cond port i on compri s ing th e co ll ar, s a i d f i rst port i on, th e co ll ar and th e strap 

b ei ng co - ax i al with on e anoth e r and s a i d se cond port i on b ei ng b e tw ee n th e first 

port i on and th e opon e nd of th e se cond port i on, and 

th e second portion and tho diamet e r of th e col l ar are graduat e d to gr e at e r than th e d i amotor of 
th e first port i on, th e s e cond port i on, when i n u se , providing th e strap th e r ei n adapt e d to 
rec e iv e and e nclo se a w e ar e r's scrotum wh e r e by th e strap secur e s th e condom i n placo upon 
th e e r e ct peni s . 
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10. (Amended) The condom of claim 9, wherein said shape-retaining, tubular sheath comprises 
the closed, distal end, t he tubular sheath portion shaped such that, when the condom is in place 
over the male genitalia, the shape-retaining, sheath covers the penis of any length and girth. 
including the base of th e penis shaft, the strap is harnessed snuaalv around the scrotum and 
retained by the poste rior of the scrotum, wherein the condom is comprising a penis covering 
segment, the collar, t he seminal reservoir or reservoirs, the graduated diameter means for 
r etaining within the sexual orifice of the passive user, an insertion applicator and the stra p 
means for retaining. Tho condom of claim 0 , whoroin ca i d length of tho tubu l ar section is 
s uff i ciont to ma i n 

tain said co l lar in contact with a vulva or an anuc, 

wh e r e by the tubular cheath forme a li ning of th e vagina l cav i ty or of tho roctum. 



11. (Amended) The condo m of claim 6, where the first means for retaining and securing is a 
strap, where the strap shares a com mon edoe adjacent to and in communication with the collar, 
wherein the strap is formed with the collar so as to provide a single-piece condom comprising: 
the retaining strap formed of a comm on stretchable material with the collar, and elongated in the 
direction of an active male wearer's s crotum, whereby said strap is tightly enclosing the scrotum 
of th e active male wearer, and, wherein the strap is stretched around the testicles of the active 
male wearer following er ection of the penis, thereby inhibiting blood flow away from the penis, 
which, in turn, causes th e erection to be substantially maintained for an extended period of time. 
Th e condom of cla i m 2, whoroin an ass e mb l y for dol i vor i ng and p il ot i ng tho condom 
i nto tho s oxua l organ of a pasc i ve participant comprising: 

fa) sa i d safoty condom whoroin tho proximal opon ond i s adaptod for rocoiving an in so rt i on 

app li cator, and 
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<N sa i d insort i on applicator of tho typo compricing a b i ocompatib l o, r i gid, chapo rotain i ng 

p l astic or po l ymor form, tho appl i cator hav i ng a lonrjth grmt n r th™ the length of tho condom, tho 
insortion applicator bo i ng i n co axia l commun i cation w i th tho tubu l ar choath, 
whor o by oasy i nsortion is mado possiblo for tho pass i vo usor - . - 
Patont Appl i cation of Dan i ol Rocnic for "Univorcal Unicox Safoty Condom" 

W tho condom adaptod to bo incortod i nto a coxual orif i co of passivo participant 

s uch as tho vagina or the anus v i a tho closod d is ta l o nd, 

whoroby tho condom may funct i on a s ^ an intorna l fomalo or pacs i vo - usor dovico. 



12. (Amended) The condom of Claim 6. w here the shane-retainino. tubular sheath is rig id 
enough to accept a non-erect male sex or g an into its open, proximal end Thn rnnrtnm Hnw i m nf 
c l a i m 7, whero i n sa i d tubular choath is of tho typo compr i cing a 

s i nglo and continuous mator i a l of thick wa l lod cnnrtmnt i nn hnwing thn n p ^ n pro ^i mj | on d an d tho 
closod d i stal ond. tho tubu l ar ehonth pnrtinn rhnpnn- cr-h t hnt wnrn thn rnndom i c i n pla co o vor 
tho ma l o gonita l ia, tho choath covorc tho pon i n nf nny. inngth nnH girth Ending tho bacc of tho 
ponis shaft, tho strap i s harnossod onuggly around the scrotum and rotainod by tho po c torior of 
tho scrotum, whoroin tho condom ic compr i sing a pon i c covor i ng sogment, tho co l lar, tho s o minal 
reservoir or rocorvo i rs. sa i d oraduntnri dhmntnr mnnnr fn r f i ning w i th i n th o e cx ual orific o of 
the pass i vo usor, an i nsort i on app l icator and tho strap moans for rota i ning. 



a. 



13. (Amended) The condom of claim 6. wh erein said means for retaining within the sexual orifice 
of a passive participant during intercour s e includes the tubular sheath, and said sha pg- 
retaininq, tubular sheath providing means f or preventinn the collar at the open proximal phH nf 
the device from being pushed into the orific e of a passive participant during intercourse and 
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wherein said means for retaining the condom within the sexual orifice of a passive participant 
during intercourse includes a tapered, narrow, neck section of the device having a diameter 
sufficient to maintain said means for retaining in the vagina or in the anus of a passive user and 
the outwardly extending collar comprising means for radially stretching the open end, the collar 
having a first diameter and a second diameter, said second diameter larger than said first 
diameter, and the strap integrally formed of and in communication with the peripheral edge of 
the collar. Provid i ng d i r e ct p e ni l o st i mulat i on a mnthori wh e re i n thn mnHnnr) fprmg d by cacting , 

i nject i on mold i ng or thermal mold i ng from a s upple mater i al, comprising two zonoc 

i nc l uding a tightor zon e adjac e nt tho opon ond adapted to conform closolytoth o 

p e nis to form a lo ak res i stant soal around th e p e n i s, and a largor froo zono adjacont 

— th e c l osed e nd, sufficient l y l oose, to s li do a l ong tho shaft of tho penis dur i ng intor 
— courso to st i mu l ate tho p e nis duo a rubbing b e tw ee n tho pliant, com i- rig i d, soft toxtur 
— t e d surfaces of tho condom and their rospoctiv e soxua l anatomical contact s , a p l ural i ty 

plura l ity of int e rnal st i mulat i on o l om e nts thorowith locatod during use adjacont to or i n 

contact w i th tho ponis, the vagina or the anus, wh e r ei n tho condom be i ng constructed 

construct o d and arranged to porm i t at loast the g l ans and/or shaft portions of tho pon i s 

p e n i s to s l id e i nt e rnally within th e condom, 

wh e roby provid i ng a great e r st i mulation of the pon i s ow i ng to mot i on of tho p o nis, and 

( a ) said stimulation olomonts comprising a p l ura l ity of i ntogral st i mulat i ng surfacos s ele ct e d 

but not li mited to a group of; toxturos, groovos, r i ng s , ridgos, gil l s, 
Patent App li cation of Dani e l Rosnic for "Un i vorsa l Un i s e x Saf e ty Condom" 

l ines of hair - liko strands or f i ssures, bumps, tendr il s, othor sim i lar toxtured surfacos 
i nc l ud i ng anatomica l featur o s and contours of a vag i nal cavity and comb i nat i on s 
th e roof. 
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14. (Amended) The condom of claim 6, additionally comprising a reservoir disposed in a 
substantially closed compartment inside the closed distal end of the condom, wherein the 
reservoir consists of the closed distal end and defined by a flange, where the flange is a 
circumferential piece of the condom, with a hole in the middle, funneled down toward the distal 
end of the condom, such that when semen is ejaculated into the reservoir the downward direction 
of the flange is thereby serving to trap the semen in the reservoir and prevent its escape and 
subseguent backflow. Prov i ding h ei ght e n e d se nsat i on, sa i d method of n l nim 13, dur i ng sexual 
i nt e rcour s e, 

sa i d s e nsation simulat i ng natural intorcours e without a condom whon in use, tho 

— condom, compr i sing tho co ll ar, the strap n e ar tho opon ond of tho co ll ar, tho 
r e s e rvo i r or r e s e rvo i r s near the closed end, th e foam disk, and 

(a) faci li tating mov e m e nt of tho ponic w i th i n th e condom, tho m e thod of claim 13, whon i n 

us e w i th a l ubr i cant, compris i ng fr i ction i mpart i ng surfaces on th e i ntor i or and oxt e rior of th o 
tubular shoath, contro ll ing th e ro l ativ e amounts of frict i on i ns i do and outs i do of the condom; a first 
s urface on th e outs i d e of the condom provid i ng fr i ct i on botwoon th e condom tho vag i na or r o ctum 
wh ile sa i d a s e cond s urface of th e tubular shoath providing for fr i ction b e tw ee n the condom and 
the p e n i s, whoro ^ 

by increas i ng n e rv e stimulation and he i ght e n e d se nsation for o i thor or both 
partn e rs. 

15. (Amended). The reservoir of Claim 14, additionally comprising a foam, or otherwise 
sponge-like, absorbent, insert, whereby said insert will absorb transmission of bodily fluids 
propelled in a distal direction and prevent backflow and spillage thereof. Ho l d i ng th e condom 
with i n th e or i f i co of the pa s siv e us e r dur i ng co i tus, th e mothod of 

c l aim 13, wh e ro i n tho olomonts, i ncluding tho fr i ction i mpart i ng t e xtur e b e tw ee n th e condom and 
th e vag i na or th e r e ctum at least part i a l ly rotain tho condom i n p l ac e , wh e r e by ass i st i ng to 
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fac i litat e mov e m e nt of th e p e n i s in and out re l at i v e to tho condom and tho resu l tant s li d i ng mot i on 
ov e r sa i d st i mu l at i ng e le m e nts. 

16. (Amended) The condom of claim 1, wherein: the thick-walled, shape-retaining, tubular 
sheath, said open proximal end, said closed distal end, said collar, said elastic semi-circular 
retaining strap, said reservoir or reservoirs at the closed distal end, and the condom having a 
predetermined length and size, comprising: a first portion comprising a major part of said length 
of the condom, and said first portion comprising a graduated diameter wherein the tubular 
sheath is tapered and contoured to more readily be retained by a passive user within a sexual 
orifice, and a second portion comprising the collar, said first portion, the collar and the strap 
being co-axial with one another and said second portion being between the first portion and the 
open end of the second portion, and the second portion and the diameter of the collar are 
graduated to greater than the diameter of the first portion, the second portion, when in use, 
providing the strap therein adapted to receive and enclose a wearer's scrotum whereby the 
strap secures the condom in place upon the erect penis. Manufactur i ng a th i ck - wa l l e d, tubu l ar 
condom of cla i m 9, a method compr i s i ng 

casting, i nj e ct i on mold i ng or th e rma l mo l ding of a common mat e ria l s el ectod from a group 
con si sting of polymors, th e rmop l ast i c e l a s tom e rs, s ilicono rubb e r, l at e x or oth e r comparab l e 
s e mi - r i g i d, soft, pliant, s tr e tchab le and/or biocompatiblo mat e r i als, or d e rivat i v e s and 
comb i nat i ons th e r e of, and 



wh e r ei n sa i d condom read il y folds in a bol l ows mann e r for th o condom to co ll aps o I on 
— g i tud i na ll y i nto a substant i a ll y f l at, stacked condit i on for purpos e of compact packaging. 
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17. (Amended) The condom of claim 16, wherein said length of the tubular section is sufficient to 
maintain said collar in contact with a vulva or an anus, whereby the tubular sheath forms a shape- 
retaining lining of the vaginal cavity or of the rectum/ Th e un i v e rsa l , unisox condom of c l aim 2. 
wh e r ei n th e col l ar at th e op e n proxima l 

e nd, of th e typ e compri si ng an expand i ng of th e condom to i ts larg e st d i am e t e r in ord e r to 
ma i nta i n th e co l lar out s id e th e vagina or anus dur i ng s e xua l i ntercours e , th e tubu l ar sheath 
port i on be i ng of a size to form a l oos e fit around th e p e nis, whor ei n th e wa l l of th e tubular port i on 
i s form e d w i th sa i d fl e xibl e , se mi - r i gid material, 

wh e r e by th e wa ll fac i l i tat e s ins e rt i on i nto the s e xual orific e of th e pa s s i ve user. 

18. (Amended) The condom of claim 1, additionally comprising a piloting assembly device for 
delivering and piloting the condom into the sexual organ of a passive participant comprising, said 
piloting assembly device comprising: said safety condom wherein the proximal open end is 
adapted for receiving an insertion applicator, and said insertion applicator of the type 
comprising a rigid, shape-retaining plastic or polymer form, the applicator having a length 
greater than the length of the condom, the insertion applicator being in co-axial communication 
with the tubular sheath, whereby easy insertion is made possible for the passive user, the 
condom adapted to be inserted into a sexual orifice of passive participant such as the vagina or 
the anus via the closed distal end, whereby the condom may function as an internal female or 
passive-user device. Th e condom of c l a i m 4. wher ei n said m e ans for r n tnin i ng w i th i n thn 
sexual or i f i co 

— of a pass i v e part i c i pant dur i ng i nt e rcours e includes th e tubu l ar shoath, and 

(a) sa i d tubular s heath provid i ng m e ans for pr e vent i ng tho collar at th e opon prox i ma l 

— e nd of th e device from boing push e d into th e or i f i c e of a pass i v e partic i pant dur i ng 
— i nt e rcourse, and 
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<b) whoro i n caid moanc for rota i n i ng tho condom w i thin tho coxua l orifico of a pacc i vo 

partic i pant during intorcourco includes a taporod, narrow, nock oootion of tho dov i co hav i ng a 
d i amotor cuffic i ont to ma i ntain caid moanc for rota i ning i n tho vagina or tho anu c of a paccivo 
u se r, and 

(e) tho outwardly oxtonding col l ar compr i s i ng moanc for radial l y ctrotching tho opon 

op e n ond, tho col l ar hav i ng a firct d i nmntnr , mri a pnrnnd diamotor, caid cocond 

diamotor l arqorthnn nn i rt firrt rihmntr.r -mH tn n ntrnp intngr nll y f o rmo d o f an d in 

commun i cat i on with th e p e riph e ra l edgo of tho col l ar. 

19. (Amended) The assembly of Claim 18 , where the piloting assembly device is biocompatible. 
Manufacturing tho condom in accordanco w i th c l a i m 16, tho mothod oompricing tho 

— mold of a prodotorm i nod c i zo and chapo adaptod to form tho condom, i njocting a rub 
b e ry, polymer matorial into tho mn l rl nnd . nl l nwwinj th" molded material to eur o to 

— form tho condom d o v i co conform i ng to tho c hapo of tho mo l d, romoving tho condom 
— from tho mo l d, l aving tho condom flat nr alternatively oeHapsmg tho condom longitud 
— i na l ly and then coa l ing the condom w i thin a otor ile containor. 

20. (Amended) The assembly of Claim 18. where the piloting assembly device is not 
biocompatible. Tho condom of cla i m m nf thn type rnmpririnj mM sealed c t orilo containor, 
tho non rollod, com i r i g i d condom hav i ng i lengitwfoaHy ™ laterally r ol hpn i blo conctruction 
th e r e of, tho condom having an i ncido and an outc i do, and 

whoro i n tho condom comprising thn ninntnmnr i n material selected from a gro u p con ci ct i ng of 
po l ymors, thormoplactic olactomnrn r iii mnn mhiw latex »r "thor r;om i rigid, coft, p l iant, 
s tr e tchab l o, b i ocompat i blo mator i a l or comb i nat i onc and 
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d e rivat i vos theroof; and 



whoro i n the o l satomoric matorial i c cuffic i nntly pihnt -mH Hnmh i n ^ nllow tho condom to b o u co d 
r e p e atod l y, w i th proper ster i l i zat i on, and w i thout comprom ic 
ing i ts off o ctivon o cc. 

tho un i vorsal, un i cox cafotv condom of chim a. whnrnin thn Hiffnmn™ - n ^ r omotor or hardnoc c 
botwoon tho collar and tho tubular chmth mrtinn ir nrhinunH ,»,i t h n diffrront th ic kn o cc of th o 
common mat o r i a l . 

21. (New). The condom of Claim 1, additionally comprising a reservoir disposed in a 
substantially closed compartment inside the closed distal end of the condom, wherein the 
reservoir consists of the closed distal end and defined by a flange, where the flange is a 
circumferential piece of the condom, with a hole in the middle, tunneled down toward the distal 
end of the condom, such that when semen is ejaculated into the reservoir the downward direction 
of the flange is thereby serving to trap the semen in the reservoir and prevent its escape and 
subsequent backflow. 

22. (New) A method of preventing pregnancy and preventing the transmission of venereal 
diseases through vaginal intercourse consisting of the steps of: 

A. Obtaining a condom comprising a thick-walled, shape-retaining, universal, unisex, safety 
device for protecting against communicable diseases transmitted by the exchange of bodily fluids 
and for preventing unwanted pregnancy, comprising: a closed distal end, an open, proximal end, 
and a cylindrical wall section, where the condom is generally an elastic, thick-walled, shape- 
retaining, tubular sheath of longitudinal axis comprising a semi-rigid, soft, pliant, shape-retaining, 
stretchable wall material defining an open proximal end and a closed distal end, having a 
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generally phallic shape, one or more internal reservoir or reservoirs, wherein the tubular sheath is 
adapted to receive a male sex organ, either erect or non-erect, via the open, proximal end, 
and additionally being adapted to be inserted into a sexual orifice of a passive partner 
such as a vagina and an anus, and wherein, where the condom is constructed from an 
elastomeric material comprising a super stretchable, non-burstable, semi-rigid material selected 
from a group consisting of polymers, USP class six thermoplastic elastomers (TPE), silicone 
rubber, latex or other semi-rigid, soft, shape-retaining, pliant, stretchable, biocompatible material 
or combinations and derivatives thereof, whereby said sheath is adapted to provide soft, natural 
tactile sensation, and, wherein said elastomeric material surrounds the penis completely 
enclosed, said tubular sheath having a sufficiently large diameter, wherein movement of the 
penis is made possible within the condom during coitus, whereby fluid communication is 
prevented between the interior and the exterior thereof. 

B. Attaching the non-rolled condom to a user's penis, either erect or non-erect. 

C. Engaging in vaginal intercourse. 

23. (New) A method of preventing pregnancy and preventing the transmission of venereal 
diseases through vaginal intercourse consisting of the steps of: 

A. Obtaining a condom comprising a thick-walled, shape-retaining, universal, unisex, safety 
device for protecting against communicable diseases transmitted by the exchange of bodily fluids 
and for preventing unwanted pregnancy, comprising: a closed distal end, an open, proximal end, 
and a cylindrical wall section, where the condom is generally an elastic, thick-walled, shape- 
retaining tubular sheath of longitudinal axis comprising a semi-rigid, soft, pliant, shape-retaining, 
stretchable wall material defining an open proximal end and a closed distal end, having a 
generally phallic shape, an internal reservoir or reservoirs, wherein the tubular sheath is adapted 
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to receive a male sex organ, either erect or non-erect, via the open, proximal end, and 
additionally being adapted to be inserted into a sexual orifice of a passive partner such as 
a vagina and an anus, and wherein, where the condom is constructed from an elastomeric 
material comprising a super stretchable, non-burstable, semi-rigid material selected from a group 
consisting of polymers, USP class six thermoplastic elastomers (TPE), silicone rubber, latex or 
other semi-rigid, soft, shape-retaining, pliant, stretchable, biocompatible material or combinations 
and derivatives thereof, whereby said sheath is adapted to provide soft, natural tactile sensation, 
and, wherein said elastomeric material surrounds the penis completely enclosed, said tubular 
sheath having a sufficiently large diameter, wherein movement of the penis is made 
possible within the condom during coitus, whereby fluid communication is prevented between 
the interior and the exterior thereof. 

B. Inserting the non-rolled condom into a female user's vagina. 

C. Engaging in vaginal intercourse. 

24. (New) A method of preventing the transmission of venereal diseases through anal 
intercourse consisting of the steps of: 

A. Obtaining a condom comprising a thick-walled, shape-retaining, universal, unisex, safety 
device for protecting against communicable diseases transmitted by the exchange of bodily fluids 
and for preventing unwanted pregnancy, comprising: a closed distal end, an open, proximal end, 
and a cylindrical wall section, where the condom is generally an elastic, thick-walled, shape- 
retaining, tubular sheath of longitudinal axis comprising a semi-rigid, soft, pliant, shape-retaining, 
stretchable wall material defining an open proximal end and a closed distal end, having a 
generally phallic shape, an internal reservoir or reservoirs, wherein the tubular sheath is adapted 
to receive a male sex organ, either erect or non-erect via the open, proximal end, and 
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additionally being adapted to be inserted into a sexual orifice of a passive partner such as 
a vagina and an anus, and wherein, where the condom is constructed from an elastomeric 
material comprising a super stretchable, non-burstable, semi-rigid material selected from a group 
consisting of polymers, USP class six thermoplastic elastomers (TPE), silicone rubber, latex or 
other semi-rigid, soft, shape-retaining, pliant, stretchable, biocompatible material or combinations 
and derivatives thereof, whereby said sheath is adapted to provide soft, natural tactile sensation, 
and, wherein said elastomeric material surrounds the penis completely enclosed, said tubular 
sheath having a sufficiently large diameter, wherein movement of the penis is made 
possible within the condom during coitus, whereby fluid communication is prevented between 
the interior and the exterior thereof. 

B. Attaching the non-rolled condom to a user's penis, either erect or non erect. 

C. Engaging in anal intercourse. 

25. A method of preventing the transmission of venereal diseases through anal intercourse 
consisting of the steps of: 

A- Obtaining a condom comprising a thick-walled, shape-retaining, 

universal, unisex, safety device for protecting against communicable diseases transmitted by the 
exchange of bodily fluids and for preventing unwanted pregnancy, comprising: a closed distal 
end, an open, proximal end, and a cylindrical wall section, where the condom is generally an 
elastic, thick-walled, shape-retaining, tubular sheath of longitudinal axis comprising a semi-rigid, 
soft, pliant, shape-retaining, stretchable wall material defining an open proximal end and a closed 
distal end, having a generally phallic shape, an internal reservoir or reservoirs, wherein the 
tubular sheath is adapted to receive a male sex organ, either erect or non-erect via the open, 
proximal end, and additionally being adapted to be inserted into a sexual orifice of a 
passive partner such as a vagina and an anus, and wherein, where the condom is 
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constructed from an elastomeric material comprising a super stretchable, non-burstable, semi- 
rigid material selected from a group consisting of polymers, USP class six thermoplastic 
elastomers (TPE), silicone rubber, latex or other semi-rigid, soft, shape-retaining, pliant, 
stretchable, biocompatible material or combinations and derivatives thereof, whereby said sheath 
is adapted to provide soft, natural tactile sensation, and, wherein said elastomeric material 
surrounds the penis completely enclosed, said tubular sheath having a sufficiently large 
diameter, wherein movement of the penis is made possible within the condom during 
coitus, whereby fluid communication is prevented between the interior and the exterior thereof. 

B. Inserting the non-rolled condom into the anus of the passive sexual partner. 

C. Engaging in anal intercourse. 

26. (New) A method of producing male sexual stimulation simulating the feel of natural 
human tissue and natural sexual sensation to the male sex organ through vaginal intercourse, 
anal intercourse or by self stimulation consisting of the steps of: 

A. Obtaining a condom comprising a thick-walled, shape-retaining, universal, 

unisex, safety device for protecting against communicable diseases transmitted by the exchange 
of bodily fluids and for preventing unwanted pregnancy, comprising: a closed distal end, an open, 
proximal end, and a circular wall section, where the condom is generally an elastic, thick-walled, 
tubular sheath of longitudinal axis comprising a semi-rigid, shape-retaining, soft, pliant, 
stretchable wall material defining an open proximal end and a closed distal end, having a 
generally phallic shape, an internal reservoir or reservoirs, wherein the sheath is adapted to 
receive a male sex organ either erect or non-erect via the open, proximal end, and 
additionally being adapted to be used as an independently hand-held device for self stimulation 
of a male user, to be inserted into a sexual orifice of a passive partner such as a vagina 
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and an anus, and wherein, where the condom is constructed from an elastomeric material 
comprising a super stretchable, non-burstable, semi-rigid, soft, shape-retaining material selected 
from a group consisting of polymers, USP class six thermoplastic elastomers (TPE), silicone 
rubber, latex or other semi-rigid, soft, pliant, stretchable, biocompatible material or combinations 
and derivatives thereof, whereby said sheath is adapted to provide soft, natural tactile sensation 
simulating the feel of natural human tissue, and, wherein said elastomeric material surrounds the 
penis completely enclosed, said tubular sheath having a sufficiently large diameter, wherein 
movement of the penis is made possible within the condom during coitus, whereby fluid 
communication is prevented between the interior and the exterior thereof. 

B - Attaching the non-rolled condom to a user's penis, either erect or non-erect. 

c - Engaging in a form of penile stimulation selected from the group consisting of 

vaginal intercourse, anal intercourse, and masturbation. 
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